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TYPICAL SECTION NO. 25

TYPICAL SECTION NO. 25A

TYPICAL SECTION NO. 26
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GRADE TO THIS LINE

GRADE TO THIS LINE
8" AGGREGATE BASE COURSE

EARTH MATERIAL

EXISTING PAVEMENT

1.5" TYPE S9.5B

3" TYPE S9.5B

VARIABLE DEPTH S9.5B

4" TYPE I19.0B

4" TYPE B25.0B

VAR. DEPTH TYPE B25.0B

PROP. 1’6" CONC. CURB AND GUTTER

EXIST. 2’6" CONC. CURB AND GUTTER

PROP. 2’6" CONC. CURB AND GUTTER

PROP. CONCRETE ISLAND

PROPOSED CONCRETE SIDEWALK

PROP. 1.5" ASPHALT MILLING

PROP. 3" ASPHALT MILLING

3" TYPE B25.0B

5" TYPE B25.0B

ASPHALT WEDGING (SEE DETAIL)

CLASS IV SUBGRADE STABILIZATION

GEOTEXTILE FOR SOIL STABILIZATION

PROP. ASPHALT MILLING VARIABLE

       OTHERWISE NOTED.

NOTE: ALL SLOPES ARE 1:1 UNLESS 

VARIABLE DEPTH TYPE I19.0B

SUBGRADE STABILIZATION

THIS LINE

GRADE TO 

THIS LINE

GRADE TO 

STABILIZATION

GEOTEXTILE FOR PAVEMENT
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